
Rugged Design for year round 
operation
Multiple Recording Interfaces
Web-based solution
User-friendly Software Interface
Secure Access and Audit Trail
Voice Encryption and Tamper 
Warning
Intelligent Search and Playback
Multiple Storage and Archive 
options
Mobile and Lighter versions avail-
able
Seamless integration with Emer-
gency Response solutions
Trusted and deployed by Govern-
ment, Defence and Security agen-
cies around the world

KEY FEATURES

The Sentinel is customizable for user 
specific deployment, allowing seamless 
integration with an array of emergency 
response and security monitoring 
solutions, and has been deployed in 
mission critical solutions worldwide.

Seamless    Integration   with 
Emergency Response Systems 
and other applications

Trusted by Government, Defence 
and Security Agencies around the world
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Per Server 

Å 8 to 128 analog, 8 to 64 for Digital Telephone per chassis

Å For systems with more than 128 channels, DGVOX is configured 

with separate servers for audio capture and storage

Per 42U - 19ò telecom rack 

Å
Å

Expandable up to 512 Channels per 42U 19òRack

Additional racks are added for higher capacity

Å 16000+ channel hours
Å Single 120GB+ drive
Å Optional - Dual hard drive options (Volume set or Mirrored)
Å Optional - RAID sub - systems

Å 116 to 3300 channel - hours (depending on archive media)
Å 700 MB CD Burner (Default device)
Å 4.7GB DVD - RAM
Å DVD -  ROM 9.2 Double side
Å 5.2GB Magneto - Optical
Å DDS4/DD3 DAT drives - over 100GB available

Å Single CPU with 2+GHz Intel È PentiumÊ

Å 512K to 1 GB, depending on channel capacity

Å 100Mbps Ethernet
Å 4/16Mbps Token Ring optional
Å RAS via modem
Å Dual NIC Capable
Å TCP/IP, NetBeui, Nwlink (Novell), and Vines protocols

Å Built - in speakers  or external multi-media speakers
Å 1/4 inch headphone jack provided

Å 90 - 250 VAC, 50/60Hz
Å 250 Watts Dual Redundant Power Supply
Å Uninterruptible Power Supply (third party), 700VA min. (Optional)

Å 0 to 55 C
Å 10% to 90% RH, non-condensing @ 40 C
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www.voxloggers.com

An emergency response system  developed 
by Siemens Information Systems Ltd. and 
deployed across various State Police depart-
ments in India is using the Sentinel Series 
for recording, monitoring, archiving and 
reporting of voice calls on wired & wireless 
platforms. The integrated solution provides 
a single console for the call operator, 
allowing speedy despatch of field units for 
assistance. This system also provides caller 
identification and location for pin-point 
accuracy. 

Case Study

• Indian Space Research Organization

• Hindustan Aeronautical Ltd (HAL) 

• Indian Army, Southern Command

• Indian Border Security Force

• Port Trust of Chennai 

• Andhra Pradesh State Police

• Chhattisgarh State Police

• Gujarat State Police

• Haryana State Police

• Jammu and Kashmir State Police

• Karnataka State Police

• Kerala State Police

• Nagaland State Police

• Tamil Nadu State Police

• Uttaranchal State Police

• Ministry of Interior, Saudi Arabia

• Ministry of Interior, Bahrain

• Ministry of Interior, Kuwait

• Royal Oman Police

• Sri Lankan Air Force

• Sri Lankan Police

• Afghan Wireless


